specialty lubricants

Quality is in our nature

GIS
Eurol CL-F Lube Spray

Lubricant reinforced with a high concentration of SYNGIS Technology

technology

Description: _ ) _ Instructions for use:
Eurol CL-F Lube Spray with the highest concentration of e Clean and degrease parts thoroughly with Swift Clean
Eurol SYNGIS Technology provides an unprecedented 110 or Swift Clean 130

level of protection against wear. The product is chlorine- | Shake well before use
free and does not contain PTFE, making it extremely
suited to replacing aerosols containing chlorinated
paraffins or microplastics. Owing to the extreme

e Apply a thin film
e Let the product creep

lubrication properties, it is mainly suitable for the e Remove excess product with a clean cloth
lubrication and protection of: e For dry lubrication and a very high protection against
* Very heavily loaded transport- or drive chains in corrosion, Eurol PL Lube Spray is recommended

logistics and production environment

e Open lubrication points such as highly loaded
couplings, open gears, bearings and hinges

e Open lubrication points in the metalworking industry

Eurol CL-F Lube Spray has the following characteristics:
e Very high protection against wear

e Does not contain chlorinated paraffins or PTFE
microplastics

e Light-coloured

e No bad smell

e Extremely low coefficient of friction

e Lowers energy consumption

e Very economical in use

e Also very suitable for use as metalworking fluid for
activities such as tapping, drilling and sawing

Physical properties:

Colour Brown
Density at 20°C 0.91 kg/l ASTM D 1298
Flash point 60 °C ASTM D 93
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This sheet contains recommendations or suggestions on properties and possible applications of Eurol products. Because of continuous product research and development, the information in
this document can be changed at all times, without foregoing notice. The analytical information in this document consists of typical incorrectness of the text. The reader is advised to make the

final product choice in dialogue with the supplier.
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