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Eurol Spindle Grease PM-2/101
Fully synthetic high speed lubrication grease

Description: Instructions for use:

Eurol Spindle Grease PM-2 / 101 with Eurol SYNGIS e Clean the system thoroughly with Eurol Swift Clean 110
Technology is a synthetic, chemical resistant lubricating Spray
grease for high speed applications.

Eurol Spindle Grease PM-2 / 101 is suitable for
lubrication of:

¢ Spindle bearings in textile machines

¢ High speed spindles in CNC metalworking machines
e Bearings of fans

Eurol Spindle Grease PM-2/101 has the following characteristics:

e Dn factor = 1.500.000

e Very good anti wear properties

e Excellent protection against corrosion

e Very good resistance to water based metalworking
fluids and alkali cleaners

e Excellent oxidation stability

e Low friction coefficient

e Reduces vibrations

e Reduces energy consumption

e Economical in use

Physical properties:
Colour Beige
NLGI consistency 2 ASTM D 217

Density at 20°C 0.84 kg/l ASTM D 1298
ASTM D 445

Base oil viscosity 46 ¢St

Base Qil Type Synthetic
Flash point 150 °C ASTM D 93

Operating temperature -35-120 °C
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This sheet contains recommendations or suggestions on properties and possible applications of Eurol products. Because of continuous product research and development, the information in
this document can be changed at all times, without foregoing notice. The analytical information in this document consists of typical incorrectness of the text. The reader is advised to make the

final product choice in dialogue with the supplier.
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